
PH:  Racor Instantáneo “Codo Banjo” Cónico Or.

MODELO D    P T L E A B H Orificio    PESO

PH04-01 4   10.5 G 1/8 23.5 32.4 4.5   16.3 8 3.0 14.8

PH04-02 4   10.5 G 1/4 28.0 34.2 6.0   16.3 12 3.2 24.8

PH06-01 6   12.5 G 1/8 23.5 33.5 4.5   17.6 8 3.0 15.7

PH06-02 6   12.5 G 1/4 28.0 37.3 6.0   17.6 12 4.5 23.7

PH06-03 6   12.5 G 3/8 32.5 39.8 6.0   17.6 14 5.0 47.7

PH08-01 8   14.5 G 1/8 23.5 34.2 4.5   18.7 8 3.0 16.7

PH08-02 8   14.5 G 1/4 28.0 38.3 6.0   18.7 12 4.5 25.7

PH08-03 8   14.5 G 3/8 32.5 41.8 6.0   18.7 14 6.0 49.7

PH08-04 8   14.5 G 1/2 34.0 45.9 7.5   18.7 19 6.5 68.7

PH10-02 10  17.5 G 1/4 28.0 39.5 6.0   19.6 12 4.5 27.2

PH10-03 10  17.5 G 3/8 32.5 42.5 6.0   19.6 14 6.0 50.2

PH10-04 10  17.5 G 1/2 34.0 48.6 7.5   19.6 19 8.0 73.2

PH12-03 12  20.5 G 3/8 32.5 44.8 6.0   21.9 14 6.0 53.1

PH12-04 12  20.5 G 1/2 34.0 50.3 7.5   21.9 19 8.0 73.1

PXT :  Racor Instantáneo 4 salidas en X Rosca Cónica

MODELO D    P T L E C    A B H(Hex)     Orificio    PESO

PXT04-01 4  10.5 R 1/8 44.2  21.0  3.3    8.0 15.7 10 2.0 20.0

PXT04-02 4  10.5 R 1/4 48.2  21.0  3.3  10.0 15.7 14 2.0 25.7

PXT06-01 6  12.5 R 1/8 47.9  25.0  3.3    8.0 17.0 12 3.5 25.4

PXT06-02 6  12.5 R 1/4 50.9  25.0  3.3  10.0 17.0 14 4.6 27.0

PKD : Racor Instantáneo Cónico TE distribución Reducción 3 x 2

MODELO D1  D2  P1     P2       T     L E     C     A B1    B2    M1   M2   H Ori. PESO

PKD0604-01 6   4  12.5   10.5   R 1/8  72.1  24.2  3.3   8.0   17.6  16.3  7.6  34.0  12  3.0 21.1

PKD0804-01 8   4  14.8   10.5   R 1/8  73.9  28.5  4.3   8.0   18.7  16.3  9.2  34.8  14  3.0 23.1

PKD0804-02 8   4  14.8   10.5   R 1/4  76.9  28.5  4.3  10.0  18.7  16.3  9.2  34.8  14  3.0 28.1

PKD0806-01 8   6  14.8   12.5   R 1/8  79.5  34.0  4.3   8.0   18.7  17.6  9.3  41.1  14  4.0 26.8

PKD0806-02 8   6  14.8   12.5   R 1/4  82.5  34.0  4.3  10.0  18.7  17.6  9.3  41.1  14  4.0 30.8

PKD1006-02 10  6  17.5   12.5   R 1/4  89.2  34.5  4.3  10.0  19.6  17.6  9.5  41.7  17  4.0 40.3

PKD1006-03 10  6  17.5   12.5   R 3/8  90.2  34.5  4.3  11.0  19.6  17.6  9.5  41.7  17  4.0 44.3

PKD1008-02 10  8  17.5   14.8   R 1/4  94.3  34.5  4.3  10.0  19.6  18.7  8.5  47.0  17  6.5 44.3

PKD1008-03 10  8  17.5   14.8   R 3/8  95.3  34.5  4.3  11.0  19.6  18.7  8.5  47.0  17  6.5 48.3

PKD-G : Racor Instantáneo Cilíndrico TE distribución Reducción 3 x 2

MODELO D1  D2  P1    P2    T       L E      C       A B1 B2   M1   M2   H  Ori. Peso

PKD0604-G01 6   4  12.5  10.5  G1/8  70.1  24.2  3.3 5.0  17.6  16.3  7.6  34.0  14  3.0 22.1

PKD0804-G01 8   4  14.8  10.5  G1/8  71.9  28.5  4.3 5.0  18.7  16.3  9.2  34.8  14  3.0 24.1

PKD0804-G02 8   4  14.8  10.5  G1/4  74.9  28.5  4.3 6.5  18.7  16.3  9.2  34.8  17  3.0 29.1

PKD0806-G01 8   6  14.8  12.5  G1/8  77.5  34.0  4.3 5.0  18.7  17.6  9.3  41.1  14  4.0 27.8

PKD0806-G02 8   6  14.8  12.5  G1/4  80.5  34.0  4.3 6.5  18.7  17.6  9.3  41.1  17  4.0 27.8

PKD1006-G02 10  6  17.5  12.5  G1/4  87.2  34.5  4.3 6.5  19.6  17.6  9.5  41.7  17  4.0 31.8

PKD1006-G03 10  6  17.5  12.5  G3/8  87.2  34.5  4.3 6.5  19.6  17.6  9.5  41.7  20  4.0 35.3

PKD1008-G02 10  8  17.5  14.8  G1/4  92.3  34.5  4.3 6.5  19.6  18.7  8.5  47.0  17  6.5 41.3

PKD1008-G03 10  8  17.5  14.8  G3/8  92.3  34.5  4.3 6.5  19.6  18.7  8.5  47.0  20  6.5 53.3

CAS:  Racor Instantáneo Insertable

MODELO D P K L F PESO

CAS04 4 10.0 8.95 11.25 3.55 1.5

CAS06 6 12.0 11.10 12.45 3.95 2.3

CAS08 8 14.0 13.20 13.9 4.3 3.5

CAS10 10 16.6 15.45 15.15 4.85 4.8

CAS12 12 19.0 17.75 17.4 5.0 7.3
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